Nz ===k Main Configuration:

HERIEN

CNC Gear Hobbing machine Model YN31320CNC

E£E w9 Main specifications:

% R Name $ A #i & Description #l i B Maker
TRifE E# YN31320CNCEL AR A AR
fEE Machine CNC gear hobbing machine
Standard [#=%]. IEEN KA F S Fa17]-F840DSL AllF

Control ,drive, inspection system Siemens 840DSL Siemens
RERE TR AL T R R REFETE T
Hydraulic system With the Detection and alarm of the oil level Vicks units
T IERIRIE RS ElE = Bt
Thermostat for the hydraulic system |Fixed
REEE TR AL T R R [=a et}
Cooling system With the Detection and alarm of the oil level NMT2
BaiHE R whtE TR 55
Chip conveyor Magnetic flat WUXI
SNBSS FRAE B
Outlay electrical box
HERE (&R &= FIE B ANE LT (R AL R AR E) NEFR
Lubrication system Interval centralization lubrication and continuous|BEJUR
lubrication(with the Detection and alarm of the oil level)
AP E [=2p et}
Enclosed safety guard NMT2
MENER FeE =)l
oil mist separator system static electricity )
AT B F R & 25 AilF
Portable Manual Pulse Generator Siemens
*E &R MR
fixture Disk NMT2
TR AEH
Special arbor NMT2
B EEIR (o -t
Vice operation panel NMT2
BRI TIZE BRI

HUAKRFEE )Machine layout

Milling head for inner gear s

i

NMT2

INTSEE Range of machining

EATHER: TETH Max. Dia. Of Work—piece: Without the

Back column
BRI Without the back column

R Max. Module

I TRNSEERE R Helical angle

R~Tt& Size

AILETEEXEE Max. Dia. Of hobbing cutter

AILETERKKE Max. length of hobbing cutter

RINRREEh=E Max. shifting travel of hobber

BT HGSEIER ( ZFIRH—F ) The arbor of hobber

BT EEFLEE Bore of the hobber

IZs | PAN S\ iz
BRI FLBITARS Lok PRI to the center of the worktable

ENHLEITIEEAHEERRES

TEEEEER
TiEEFLE

the face of the worktable
Size of the worktable
Bore of the worktable

TENTEN BT
TIFaAEERS REERS foot of the bed.

EESE Travel Parameter
TIZR B 5515 B (A%H)
3 7] AL RS FE (BEH) Rotate speed of the cutter spindle

The Max. rotate speed of the worktable

12 [ 3hiE e El (XEH) The radial moving speed(X axis)
- VIEIEEhE ESE B (Y4H) The tangential moving speed(Y axis)
| 4R Bhisk Tl (Z4) The axial moving speed (Z axis)

0

Bz E & LR PR

Straight resolution ratio of the CNC axis

Bzl B AL iR PR

Rotate resolution ratio of the CNC axis

HIZRS CNC system
HILEE=E total capacity
ERBHIHER Main motor power

TIEERAHEE
ENEFA(R x 3 x )
FNES

MAX. carrying capacity of worktable
Size(LxWxH)
Weight

AR _HERILKHRAE

NANJING NO.2 MACHINE TOOL WORKS

horizontal Dist. From the center of hobber

Vertical Dist. From the center of hobber to

Dist. From the face of the worktable to the

Speed of the cutter carriage swivel(A axis)

Bz

CNC Gear Hobbing machine Model YN31320CNC

mm

deg/s
rpm
rpm

mm/min
mm/min

mm/min

mm

deg

kw
kw
kg
cm
kg

B{r Unit $ARS#L Specification

3200

¢ 2500

HMEE32 R FZEE40 AIEE30
SME 45 B =30

SNME ¢ 450 AEE ¢ 420
SMFE500 HEE100

450 ( #n4<550 )

$50. $60. $80. ¢ 100

HSK-B160

550—1800

500—2100

¢ 2500
¢ 1200

1000

0—3

SNFE20—200 HHE18—180

4

1—3000
1—3000
1—4000

0.001

0.001

F17]F840DSL
SME110 PIBE10T
SNE46 EE37

40000

767 x 620 x 485
#)50000

g, SHEAYE, BABTEM, TPNARFHER, HFEH,

All the specifications are subject to revision without notice in advance .Please contact the manufacturer for special request on the machine.

BEME:. THRARmRTLTXAFEERE29S
DA IVAERIE: (025) 52215948

AFEHL. (025) 68105599, 86624291

SpeZERGE, (025) 68105599 — 8056

SMEFEE.  (025) 52250733

HNZHRFE:  sl@nmt2.com

#£=/HiE.  (025) 68105599— 8153
EEER. (025) 52250733
HPE%RAG: 211103

EFHFE: sales@nmt2.com

AR
fEH.
SR
~U#H.
A
=

(025) 68105537
(025) 68105536
(025) 52215949
(025) 52303545
(025) 51805064

:  (025) 52250733

MR AL LR R PR 2 ]

NANJING NO.2 MACHINE TOOL WORKS

YN31320CNCE! #3551

CNC Gear-Hobbing Machine Model YN31320CNC

® RELESEETERNSHEREEN

Machine is 6 axes working under the CNC control according the continuous indexing

® RETIEAEITREMESREE

The machines improved smooth drive transmission and thetransmission accuracy
of the worktable.

BE&TENRELEN SIS TN

The machines have a perfect trouble detecting system and
self-diagnosis of machine failures.

VURATECE £ ABtNiE 712, #Km

The machine can be equipped with a specisg
gears.
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NANJING NO.2 MACHINE TOOL WORKS

YN31320CNCEMS= R &
CNC Gear-Hobbing Machine Model YN31320CNC

A& ) Main application

AURERTEL, KB, MAATNE. & WLym. A, EENM. TERIWETLR., SMEREINT,
This machine is suitable for machining the extend gears and inner gears for military industry, wind power, shipbuilding, mining
machinery, metallurgy, machinery, lifting machinery, construction machinery, etc.

LR EZE 4 5 ) Major features:

YN31320CNCERUEHZ RGN AR EL 5 B ik TIEMAHEBUIZREN . BURMD A0 REFHEHHXH); MEits

H(Z5h); YISz (YH); R EMEEE(BY); TESEEM(CH); TR A DR (AM), HLKRSEI /< H M
Bz dl, URME FERFEREEEZRENNIMZIRER, E3NEF. BES. RIEFBREFE,
The Model Y31320CNC is a CNC Gear-Hobbing Machine according the continuous indexing with the following 6 axes working
under the CNC control: The radial feed axis (X-axis), the Axial feed axis (Z-axis), the tangential feed axis (Y-axis), the worktable
revolving axis (C-axis), the hob running axis (B-axis) and the hob-head swiveling axis (A-axis). It is possible to complete the
simultaneous movement of 4 axes. And an electronic gearbox is used on the machine to replace the change gears which are used
on the conventional gear hobber. The machine features in rigid transmission, high machining accuracy and easy-to-operate.

XHR S SPRAENSUNSTERIEUAR L EARRFRSEARNBLESHAGT SN RN T mEREE
SHRAWMAFERNAE, RIETRIEERER~EMEZTIEIAERTMASERE, P EXEBRRRSEH
SmE, RETXHNEMLSEEEMEE, AIERHANSHERATREDTEY, BETXIEBNE
GN: R4
X axis with steel rail and coating Teflon by sliding surface and no clearance scroll bar guide ways of combining combined guide
form. With wide flat sides hardened steel plate with guide, guarantee the load of big column in the roll teeth produced under cross-
stress intermittent cutting force and no vibration. No gap rolling guide rail block structure, enhance the X axis positioning and
repositioning precision. Big column front side guide surface adopts hydraulic structure, reduce the unloading big column of moving
load motor.

MABELHAERTRBMESHIEE, ABRENTEHIXRELA R ~ENMEREIERLE,
Machine is equipped with closed safe guard and the oil mist separation equipment, can ensure strong cutting big flow of oil mist
cooling fluid can be treated effectively.

MKRRTDEWMZRFARENERLZLEETIRBRL, &3
BREAREGEEREMN, RIDEHMARRELRABERHE
R, RIEWMIRRARERK, 8 T EIN MR
HiREES o

Machine hob spindle AC servo motor installed in cutter carriage
skateboard, driving the hobbing spindle pass the high accuracy
gear pairs, and the end of the hobbing spindle is using damping
away gap construction. The hobber spindle supports are by static
hydraulic bearing , it improved the rigidity of transmission and rigidity
of torsion.

ABEM KIS ERN SRR NVIH, UKRIIEETEMR
MREHSKGXE, VHIATTERERE RERHME L,
TEARAAMEIREAREMRZ R, EEDFR AR
HEIZHM, HBRTHEEE, R8T LIEaEs ERME
HIEE .

In order to adapt to the mass of the gear cutting machine, high
strength worktable installed directly on machine bed, cutting force
can be directly through the bed to solid foundation. Using large
worktable aero-static bearing support ring, main transmission
adopts double worm gear and worm pair pay structure, eliminate
the mesh clearance, improve the stability and precision worktable
transmission.

MARBEEENAPRG, EANRERE, IRAEE
HiHEESEMEER. RHER. #EER. RERERHEXN
T,

The machines are equipped with an enriched user’s software
and an ergonomic control interface, thus being capable of
performing the high-efficiency cutting of the straight gears, the
helical gears, the little tapered gear teeth and the crowned gear
teeth.

HUARE & 58 & IR S 52 B e
VUARAEELZ ASEAETIZR, § KMII&EE,

The machines have a perfect trouble detecting system and a
function of making self-diagnosis of machine failures.

The machine can be equipped with a special hob head to mill
the internal gears.
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CNC Gear-Hobbing Machine Model YN31320CNC




